QUAR PLUS

QUAR towel heaters, with their rectangular  ring even greater heat output thanks to the A complete range fo suit every room.
frames, also come in a PLUS version offe- original arrangement of the tubes.
DIMENSIONS

Width 40/ 52 /64 /76 cm
Height 72 /104 /136 /168 /200 cm

Depth 2 cm =
Depth from wall 10 cm
VA
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QUARPLUS 72 -.. QUAR PLUS 104 - .. QUAR PLUS 136 -.. QUAR PLUS 168 -.. QUAR PLUS 200 -..
MODEL white sablé EN 442 AV Height Width Weight Volume MIXED VERSION

H-L standard At 50 K t.c. H L M v EHE. clll with sleeve

cm € waft écm cm cm Kg dm?
QUAR PLUS 72-40 561,90 276 19 72 40 53 3,1 250 104,20
QUAR PLUS 72-52 584,90 334 19 72 52 6,4 3,7 400 106,20
QUAR PLUS 104-52 649,40 468 19 104 52 9.0 52 400 106,20
QUAR PLUS 104-64 662,40 554 19 104 64 10,5 6,0 500 108,00
QUAR PLUS 136-52 779,30 612 19 136 52 11,7 6,6 650 109,90
QUAR PLUS 136-64 794,60 716 19 136 64 13,6 7.7 650 109,90
QUAR PLUS 168-40 826,90 623 19 168 40 12,0 6,9 650 109,90
QUAR PLUS 168-52 864,50 750 19 168 52 14,3 8,1 800 113,90
QUAR PLUS 168-64 882,80 877 19 168 64 16,6 9.4 900 117,00
QUAR PLUS 168-76 901,40 1004 19 168 76 19,0 10,6 900 117,00
QUAR PLUS 200-40 962,30 739 19 200 40 14,2 8,2 800 113,90
QUAR PLUS 200-52 982,50 889 19 200 52 16,9 9,6 900 117,00
QUAR PLUS 200-64 1002,40 1038 19 200 64 19,7 11,1 1200 114,80
QUAR PLUS 200-76 1041,70 1188 19 200 76 22,5 12,6 1200 114,80

® Reverse Brem \/g‘ves DigiTO‘ ThermosToT p243

STANDARD PRODUCTION PRODUCTION ON REQUEST STANDARD FITTING
White “sablé” paintwork - White brackets M8 Paintwork to Brem color list with REG23/8” REG
Tolerance + 3mm - Air vent @ 1/8" chrome-plated brackets +15/25% BREM valves, page 294
MAXIMUM OPERATING PRESSURE 4 BAR  Specidl fittings, page 292-293 Electric version e.Quar Plus, p.260 >






